
การรบัประกันวา่คณุภาพนํ�าจะดีที�สดุอยูเ่สมอและการรกัษาสมดลุของตัวแปร
ต่างๆ ที�มผีลกระทบต่อนํ�านั�น ต้องใชร้ะบบการวดัและการตวงที�มคีวาม
แมน่ยาํสงูสดุ

 

การวดัและการ
วเิคราะห์

 
เซน็เซอรส์ญัญาณดิจทัิล

ระบบการวดัหลายพารามเิตอร์
 

มใีหเ้ลือกใชง้านในคลาสประสทิธภิาพที�แตกต่างกันเพื�อใหบู้รณาการเขา้กับสภาพแวดล้อมกระบวนการ
ต่างๆ ไดอ้ยา่งง่ายดาย  

 

 

ISO 9001:2015
CE ROHS

ผลิตภัณฑ์ของ APURE มอบผลการวเิคราะหที์�แมน่ยาํสงูและทําซํ�าได้โดยใชเ้วลา
น้อยที�สดุ  

 
At the core of any operation  where water quality is key,the ability to measure 
and control the qualit y quickly , accurately and with a reassurance constancy 
is paramount . 

APURE

บรษัิทเอ็นไวรอนเมนทัล เน็ทเวริค์ แมเนจเมนท์ จาํกัด
เลขที� 10 หมูที่� 4 หมูบ่า้นหนองแก ตําบลนาดี
อําเภอเมอืงอุดรธานี จงัหวดัอุดรธานี 41000

 Tel:065 15602898 Email: sale@enminfocenter.com Website:
www.enminfocenter.com  Official Line @smartfarm
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PH/ORP Sensor

PHK-202 PH K-
402
KPR-402

PHK-306 KPR-202

0-65°C 

0-65°C 

0-65°C 

0-65°C 

0-65°C 

0-2bar

0-2bar

0-2bar

0-2bar

0-2bar

POM

POM

POM

SS316L

SS316L

PH/ORP Sensor

Measuring Range

KPR-202
±1500mV

PHK-402
0~14.00pH

KPR-402
±1500mV

PHK-306
0~14.00pH

Measuring
Range

PHK-202

0~14.00pH

Signal Output Pressure Material Installation Cable
Working

Temperature

RS485 Modbus RTU
4-20mA

RS485 Modbus RTU

RS485 Modbus RTU

RS485 Modbus RTU

RS485 Modbus RTU
4-20mA

(*)The maximum pressure of 2bar is suitable for the temperature of 25 degrees, as the temperature rises, the pressure drops linearly.

3/4'' NPT

3/4'' NPT

1/2'' NPT

3/4'' NPT

3/4'' NPT

5m cable

5m cable

5m cable

5m cable

5m cable

01 APURE - Digital Signal Sensor - PH/ORP Series

บรษัิทเอ็นไวรอนเมนทัล เน็ทเวริค์ แมเนจเมนท์ จาํกัด
เลขที� 10 หมูที่� 4 หมูบ่า้นหนองแก ตําบลนาดี
อําเภอเมอืงอุดรธานี จงัหวดัอุดรธานี 41000
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EC/Conductivity/TDS Sensor

KDM-202 KDM-203 KDM-402 KDM-306

EC/Conductivity/
TDS Sensor

Measuring Range

(*)The maximum pressure of 4bar is suitable for the temperature of 25 degrees, as the temperature rises, the pressure drops linearly.

RS485 Modbus RTU

RS485 Modbus RTU

RS485 Modbus RTU

RS485 Modbus RTU
4-20mA0-65°C 

0~65°C 

0~65°C 

0~65°C 

0-6bar

0-6bar

0-6bar

0-6bar

0-5000μS/cm 1/2'' NPT

3/4'' NPT

3/4'' NPT

3/4'' NPT

POM

POM

POM

SS316L

Working
TemperatureModel

KDM-306

KDM-203

KDM-402

KDM-202

Measuring
Range Pressure Material Installation Signal Output

 

0-100mS/cm 
0-200mS/cm 
0-500mS/cm

0-20μS/cm
0-200μS/cm 

TDS 0-10mg/L
TDS 0-100mg/L

0-5000μS/cm TDS 0-5000mg/L
0-20000μS/cm TDS 0~15000mg/L

0-20μS/cm
0-200μS/cm 

TDS 0-10mg/L
TDS 0-100mg/L

0-5000μS/cm TDS 0-3000mg/L
0-20000μS/cm TDS 0~15000mg/L

02 APURE - Digital Signal Sensor - EC/Conductivity Series

บรษัิทเอ็นไวรอนเมนทัล เน็ทเวริค์ แมเนจเมนท์ จาํกัด
เลขที� 10 หมูที่� 4 หมูบ่า้นหนองแก ตําบลนาดี
อําเภอเมอืงอุดรธานี จงัหวดัอุดรธานี 41000

 Tel:065 15602898 Email: sale@enminfocenter.com Website:
www.enminfocenter.com  Official Line @smartfarm



Salinity Sensor

DDM-202S

Salinity Sensor

DDm-202S

0~70.00psu, 0~100.00psu

±1% FS

0.01psu

0~65°C
12~24VDC

0~6Bar

RS485 Modbus RTU

POM 

3/4'' NPT Thread

PT1000

2-point calibration

5m cable

IP68

Model

Measuring Range

Accuracy

Resolution
Working Temperature

Power Supply
Working Pressure

Signal Output
Material 

Connection
Temp Compensation

Calibration
Cable Length

Protection

03 APURE - Digital Signal Sensor - Salinity Series
 

บรษัิทเอ็นไวรอนเมนทัล เน็ทเวริค์ แมเนจเมนท์ จาํกัด
เลขที� 10 หมูที่� 4 หมูบ่า้นหนองแก ตําบลนาดี
อําเภอเมอืงอุดรธานี จงัหวดัอุดรธานี 41000
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Dissolved Oxygen Sensor

04 APURE - Digital Signal Sensor - DO Series

Dissolved Oxyegn Sensor

0-50°C 

0-70°C 

0-50°C 

0-50°C 

0-2bar

0-2bar

0-2bar

0-2bar

POM * SS316L

Working
TemperatureModel

KOG-206
(optical)

KOG-306
(optical)

KOG-406
(optical)

KOG-202S
(membrane)

Measuring
Range

0-20.00mg/L
0~200%, 25°C

Pressure Material Installation Signal Output

3/4'' NPT

1/2'' NPT

3/4'' NPT

3/4'' NPT
 

SS316L

PPS * PP

POM * SS316L RS485 Modbus RTU

RS485 Modbus RTU
4-20mA

RS485 Modbus RTU

RS485 Modbus RTU

0-20.00mg/L
 0~200%, 25°C
0-20.00mg/L 
0-50.00mg/L 
0~200%, 25°C

0-20.00mg/L 
0~200%, 25°C

KOG-206 KOG-306 KOG-406 KOG-202S

บรษัิทเอ็นไวรอนเมนทัล เน็ทเวริค์ แมเนจเมนท์ จาํกัด
เลขที� 10 หมูที่� 4 หมูบ่า้นหนองแก ตําบลนาดี
อําเภอเมอืงอุดรธาน ีจงัหวดัอุดรธานี 41000
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Chlorine Ion Sensor

Free Chlorine/ Residual Chlorine Sensor

Chlorine Sensor

CLI-406

05 APURE - Digital Signal Sensor - Chlorine Series

cLI-406

KcL-206

Constant voltage method

0-4.000mg/L, 0-20.00mg/L

±5%FS, ±0.001mg/L

0~50°C, 0~1Bar

316 stainless steel or POM

12~24VDC

3/4'' NPT Thread

RS485 Modbus RTU & 4-20mA
2-point calibration

IP68

4~9pH

Ion-selective method

0-3500.0mg/L, 0-35000mg/L

±5% FS, ±0.5°C

0~60°C, 0~2Bar

316 stainless steel

12~24VDC

3/4'' NPT Thread

RS485 Modbus RTU & 4-20mA
2-point calibration

IP68

2~12pH

Model

Working Principle

Measuring Range

Accuracy 
Working Temperature

Material
Power Supply

Connection
Signal Output

Calibration
Protection 

PH Range Limit

Model
 

Working Principle
Measuring Range

Accuracy 
Working Temperature

Material
Power Supply

Connection
Signal Output

Calibration
Protection 

PH Range Limit

Chlorine Sensor

บรษัิทเอ็นไวรอนเมนทัล เน็ทเวริค์ แมเนจเมนท์ จาํกัด
เลขที� 10 หมูที่� 4 หมูบ่า้นหนองแก ตําบลนาดี
อําเภอเมอืงอุดรธานี จงัหวดัอุดรธานี 41000
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Turbidity/SS Sensor

KS-710

TSS-408

TSS-206

TURB-100

TURB-408

MLSS-406

TURB-406

KS-710
Optical

tSS-206

Optical method

tSS-408

tURB-100

Optical method

tURB-408

Optical method

0-20.00NTU, 0-200.0NTU, 0-4000.0NTU

mLSS-406

Optical method

tURB-406

±3%FS

2-point calibration

RS485 Modbus RTU

PT1000

3/4'' NPT Thread

0-65°C

0-5Bar

POM

12~24VDC
5m cable

0-20g/L

±5%FS, ±0.1mg/L

0~50°C, 0~2Bar

POM

12~24VDC

3/4'' NPT Thread

RS485 Modbus RTU
2-point calibration

IP68
5m cable

0-10.000NTU

±5% or ±0.02NTU; ±0.3°C

0~50°C, 0~2Bar

POM

12~24VDC

DN8 * DN10 PE tube

RS485 Modbus RTU
2-point calibration

IP65
5m cable

Optical method

0-1000.0NTU

±5%FS, ±3NTU

0~50°C, 0~2Bar

316 stainless steel

12~24VDC

3/4'' NPT Thread

RS485 Modbus RTU & 4-20mA
2-point calibration

IP68
5m cable

0-20.000g/L

±5%FS, ±0.001mg/L

0~50°C, 0~2Bar

316 stainless steel

12~24VDC

3/4'' NPT Thread

RS485 Modbus RTU & 4-20mA

2-point calibration

IP68

5m cable

Optical method

0~200.0mg/L, 0~2000.0mg/L

±5%FS

0~60°C, 0~2Bar

316 stainless steel

12~24VDC

3/4'' NPT Thread

RS485 Modbus RTU & 4-20mA

2-point calibration

IP68

5m cable

±3%FS

0~50°C, 0~2Bar

316 stainless steel

12~24VDC

3/4'' NPT Thread

RS485 Modbus RTU & 4-20mA
2-point calibration

IP68
5m cable

0-20.00NTU, 0-100NTU, 0-1000NTU

Model

Measurement

Measuring Range

Accuracy
Calibration

Signal Output
Temperature Sensor

Connection
Working Temp

Pressure
Material

Power Supply

Cable Length

Model

Working Principle

Measuring Range

Accuracy 
Working Temperature

Material
Power Supply

Connection
Signal Output

Calibration 
Protection

Cable Length

Model

Working Principle

Measuring Range

Accuracy 
Working Temperature

Material
Power Supply
Connection 

Signal Output
Calibration 
Protection

Cable Length

Model

Working Principle

Measuring Range

Accuracy 
Working Temperature

Material
Power Supply

Connection
Signal Output

Calibration 
Protection

Cable Length

Model

Working Principle

Measuring Range

Accuracy 
Working Temperature

Material
Power Supp ly 

Connection 
Signal Output

Calibration 

Protection
Cable Length

 

Model

Working Principle

Measuring Range

Accuracy 
Working Temperature

Material
Power Supply

 

Connection
Signal Output

Calibration
Protection

Cable Length

Model

Working Principle

Measuring Range

Accuracy 
Working Temperature

Material
 

Power Supply
 

Connection
Signal Output

Calibration 
Protection

Cable Length
 

06 APURE - Digital Signal Sensor - Turbidity/SS Series

Turbidity/SS Sensor

บรษัิทเอ็นไวรอนเมนทัล เน็ทเวริค์ แมเนจเมนท์ จาํกัด
เลขที� 10 หมูที่� 4 หมูบ่า้นหนองแก ตําบลนาดี
อําเภอเมอืงอุดรธานี จงัหวดัอุดรธานี 41000
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Fluoride Ion Sensor

Potassium Ion Sensor

FLU-206

PMI-202

07 APURE - Digital Signal Sensor

PmI-202

FLU-206

Ion-selective method

0~100ppm, 0~1000ppm

±10%FS, ±0.5°C

0~40°C, 0~1Bar
POM & 316 stainless steel

12~24VDC

3/4'' NPT Thread

RS485 Modbus RTU & 4-20mA
2-point calibration

IP68
5m cable, can be customized

Ion-selective method

0-100.00mg/L, 0-1000.0mg/L

±5%FS, ±0.5°C

0~50°C, 0~1Bar

POM

12~24VDC

3/4'' NPT Thread

RS485 Modbus RTU

2-point calibration

IP68

5m cable, can be customized

Model

Working Principle
 

Measuring Range

Accuracy 
Working Temperature

Material
Power Supply

Connection

Signal Output
Calibration
Protection 

Cable Length

Model

Working Principle

Measuring Range

Accuracy 
Working Temperature

 

Material
Power Supply

Connection
Signal Output

Calibration
Protection 

Cable Length
 

Fluoride Ion Sensor

Potassium ion Sensor

บรษัิทเอ็นไวรอนเมนทัล เน็ทเวริค์ แมเนจเมนท์ จาํกัด
เลขที� 10 หมูที่� 4 หมูบ่า้นหนองแก ตําบลนาดี
อําเภอเมอืงอุดรธานี จงัหวดัอุดรธานี 41000
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NO2-201
Ion-Selective

NO2-406 NO3-201

 

2-point calibration

±5%FS
 

 30s

-
PT1000

 -10~6 0°C

0~40°C
0~2Bar  

316 Stainless stee  l / POM

12~24VDC

3/4'' NPT Thread

5m cable  

Ion-Selective

2-point calibration

±5%FS

 30s

-
PT1000  

-10~60°C  
0~40°C

0~2Bar

316 Stainless steel / POM

12~24VDC
3/4'' NPT Thread

5m cable

 

Ion-Selective
0-100.0mg/L, 0-1000.0mg/L

2-point calibration

±5%FS
  30s

-
 P T1000

 

-10~60°C

0~40°C

0~2Bar
316 Stainless steel / POM

12~24VDC

3/4'' NPT Thread

 5m cable

 

0-10.0mg/L, 0-100.0mg/L 0-0.020mg/L, 0-0.500mg/L

Nitrite/Nitrate Sensor

08 APURE - Digital Signal Sensor - Nitrite/Nitrate Series
 

NO2-n/NO3-n Sensor

Model

Measurement

Measuring Range

Accuracy
Response

Flow

Temperature Sensor 
Storage

Working Temp
Pressure
Material

Power Supply
Connection

Cable

Signal Output

Calibration

RS485ModbusRTU RS485 Modbus RTU RS485 Modbus RTU

บรษัิทเอ็นไวรอนเมนทัล เน็ทเวริค์ แมเนจเมนท์ จาํกัด
เลขที� 10 หมูที่� 4 หมูบ่า้นหนองแก ตําบลนาดี
อําเภอเมอืงอุดรธานี จงัหวดัอุดรธานี 41000
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09 APURE - Digital Signal Sensor 

Transparency Sensor
 

Ammonia / Ammoninum Sensor

TPS-206

NHN-206B
Ammonia/Ammoninum Sensor

 

Transparency Sensor

 
tPS-206

NHN-206B

Ion-selection method

0-100.00mg/L, 0-1000.0mg/L

±10%FS, ±1mg/L

0~40°C, 0~1Bar

POM or SS316

12~24VDC

3/4'' NPT Thread

RS485 Modbus RTU o  r 4-20mA

2-point calibration

IP68
5m cable

4~10pH

 

Visible absorption method

50~2000mm

±10%FS, ±0.5°C

±1mm, 0.1°C
 

0~45°C, 0~2Bar
 

12~24VDC

3/4'' NPT Thread

RS485 Modbus RTU

2-point calibration

IP68

5m cable
POM & 316 st ainless steel

 

Model

Working Principle

Measuring Range

Accuracy 
Working Temperature

Material
Power Supply

Connection
Signal Output

Calibration 
Protection

Cable Length
PH Range Limit

 

Model

 Wor king Principle

M ea suring Range

Accuracy 
Resolution

 
Working Temperature

 
Power Supply

Connection
Signal Output

Calibration 
Protection

Cable Length
Material

บรษัิทเอ็นไวรอนเมนทัล เน็ทเวริค์ แมเนจเมนท์ จาํกัด
เลขที� 10 หมูที่� 4 หมูบ่า้นหนองแก ตําบลนาดี
อําเภอเมอืงอุดรธานี จงัหวดัอุดรธานี 41000
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10 APURE - Digital Signal Sensor 

PTSA Sensor

Corrosion Rate Sensor
 

COR-A

SR-510
PTSA Sensor

Corrosion Rate Sensor
 

cOR -A

LPR and EIS

SR-510

0~1.000mm/a

 ±3%FS

Stainless steel or Carbon steel or Copper 

0~65°C, 0~3Bar 

12~24VD C
1'' NPT Thread

RS485 Modbus RTU & 4-20mA

2-point calibration 

IP68
5m cable

NTC10K
 

Fluorescence(optical) method

0~200ppb

±1%FS

±1ppb, 0.1°C

4~50°C, 0~4Bar

12~24VDC

3/4'' NPT Thread

RS485 Modbus RT U & 4-20mA

2-point/4-point calibration

IP68

5m cable
304 stainless steel

200~500L/hr

 

 
Model

Working Principle
 

Measu  ri ng Range
Accuracy

Sensor Material
Working Tem perature

Power Su pply
Connection

Signal Output
Calibration

P rotection
Cable Length

Temperature Sensor

Model

Working Principle

Measuring Range 

Accuracy
Resolution

Working Temperature
Power Supply

Connection
 

Signal Output
Calibration

Protection
Cable Length

Material
Flow Limit

บรษัิทเอ็นไวรอนเมนทัล เน็ทเวริค์ แมเนจเมนท์ จาํกัด
เลขที� 10 หมูที่� 4 หมูบ่า้นหนองแก ตําบลนาดี
อําเภอเมอืงอุดรธานี จงัหวดัอุดรธานี 41000

 Tel:065 15602898 Email: sale@enminfocenter.com Website:
www.enminfocenter.com  Official Line @smartfarm



COD Sensor

11 APURE - Digital Signal Sensor - COD Series
 

COD Sensor

0-45°C
2Bar

0-45°C 
2Bar

0-45°C 
2Bar

COD 
Turbidity

COD 
Turbidity/TSS

BOD

TOC 

COD
Turbidity/TSS

SS316L

SS316L

POM * SS316L

ParametersWorking
ConditionsModel

COD-208

COD-301

COD-302

 

Measuring 
Range Material Installatio n

 
Signal Output

0-200mg/L
0-500mg/L

0-200mg/L
0-500mg/L
0-1500mg/L

 

0-200mg/L
0-500mg/L
0-1500mg/L
 

 
Submerged

Submerge d

Submerged RS485 Modbus RTU

4-20mA

RS485 Modbus RTU

4-20mA 

RS485 Modbus RTU

Measuring Range

COD-208 COD-301 COD-302

บรษัิทเอ็นไวรอนเมนทัล เน็ทเวริค์ แมเนจเมนท์ จาํกัด
เลขที� 10 หมูที่� 4 หมูบ่า้นหนองแก ตําบลนาดี
อําเภอเมอืงอุดรธานี จงัหวดัอุดรธานี 41000
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BOD Sensor

 

Blue-Green Algae Sensor
 

BGA-206A

BOD-201X
BOD Sensor

Blue-Green Algae Sensor

BGA-206A

BOD-201x

Dual wavelength ultraviolet absorption

0~100.0mg/L

Optical method
 

0~300.0Kcells/mL

±3% FS

0.1Kcells/mL

0~5 0°C, 0~2Bar

12~24VDC

3/4'' NPT Thread

RS485 Modbus RTU & 4-20mA

2-point calibration

IP68

5m cable

Stainless steel

±5% FS

0.1mg/L

0~50°C, 0~1Bar

12~24VDC

3/4'' NPT Thread
 

RS485 Modbus RTU

2-point calibration
 

IP 68
5m cabl e

 

POM + stainless steel

Model

Working Principle

Measuring Range

Accuracy
Resolution

Working Temperature
Power Supply

Connection
Signal Output 

Calibration

Protection
Cable Length

Material

Model

Working Principle

Measuring Range

Accuracy
R esolution

Working Temperature
Power Supply

Connection
Signal Output

Calibration
Protection

Cable Length
Material
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13APURE - Digital Signal Sensor & Analyzer

ChlorophyII Sensor

TP-300

TN-300

CHLO-206A

ChlorophyII Sensor

Total Nitrogen Analyzer

PO4 Analyzer

tP-300

tN-300
 

cHLO-206A

Optical method

0~400.0ug/L

±3%FS, 0.1ug/L

0.1ug/L

0~50°C, 0~2Bar

12~24VDC

3/4'' NPT Thread

RS485 Modbus RTU & 4-20mA

2-point calibration

IP68

5m cable

316 stainless steel

Chromotropic acid sp ectrophotometry

0~5mg/L

0.05mg/L or ±10%

 0.001mg/L
0~50°C, 0~1Bar

24VDC

Hose connection

RS485 Modbus RTU

2-point calibration

IP68

 
Ammonium molybdate spectrophotometry

0~2mg/L

0.05mg/L or ±10%

0.001mg/L

0~50°C, 0~1Bar

24VDC

Hose connection

RS485 Modbus RTU 
2-point calibration

IP68
 

Model

Working Principle

Measuring Range

Accuracy
Resolution

Working Temperature
Power Supply

Connection
Signal Output

Calibration

Protection
Cable Length

Material

Model

Working Principle 

Measuring Range

Accuracy
Resolution

Working Temperature
Power Supply

Connection

Signal Output
Calibration 
Protection

 

Model

Working Principle
Measuring Range 

 Accuracy
Resolution

Working Temperature
Power Supply

Connection
Signal Output

Calibration
Protection

 

Total Nitrogen Anayzer
 

 

Total Phosphorus Analyzer - PO4
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Oil-in-Water Sensor

Chroma / Colour Sensor

OIL-206A

COL-206

Oil in WaterSensor

Chroma / Colour Sensor

OIL-206A

cOL-206

Optical method

0~2000Hazen, 0-400NTU

±5%FS, 1Hazen, 0.1NTU

0~45°C, 0~2Bar

12~24VDC

3/4'' NPT Thread

RS485 Modbus RTU & 4-20mA

2-point calibration

IP68

5m cable

316 stainless steel

UV LED method

0~40ppm, 0~70ppm, 0~150ppm

±3% FS

0.01ppm

0~45°C, 0~2Bar

12~24VDC

3/4'' NPT Thread

RS485 Modbus RTU & 4-20mA

2-point calibration

IP68

5m cable
316 stainless steel or Titanium Alloy

Model

Working Principle

Measuring Range

Accuracy
Resolution

Working Temperature
Power Supply

Connection
Signal Output

Calibration

Protection
Cable Length

 

Material

Model

Working Principle

Measuring Range

Accuracy
Working Temperature

Power Supply
Connection

Signal Output
Calibration
Protection

Cable Length
Material 

14 APURE - Digital Signal Sensor 
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Hardness Sensor

Liquid Level Sensor

 

Water Level Sensor

Water Hardness Sensor

KS-SMY1

HARD-406

KS-Smy1

HARD-406

Static pressure submersible  

0~1m, 0~5m, 0~10m, 0~20m

±0.5% FS

0~60°C

12~24VDC

RS485 Modbus RTU, 4-20mA

100M Ω/250VDC
316 stainless steel

IP68  

20G(20-5000HZ)

 

PVC Membrane

0~1000.0mg/L

±10%FS, ±0.3°C

0.1mg/L

0~40°C, 0~2Bar

12~24VDC

3/4'' NPT Thread

RS485 Modbus RTU & 4-20mA

2-point calibration

IP68

5m cable

316 stainless steel

Model

Working Principle

Measuring Range

Accuracy
Working Temperature

Power Supply 

Signal Output
Insulation 

Material
Protection 

 

Model

Working Principle

Measuring Range

Accuracy
Resolution

Working Temperature
Power Supply

Connection
Signal Output

Calibration

Protection
Cable Length

Material

15 APURE - Digital Signal Sensor 

Mechanical Vibration
Sampling Time 2400timespers econd
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CU-406

O3-201

O3-201

cU-406

Constant voltag e

0~20.00mg/L(ppm)

±1% FS

0.01mg/L(ppm)
 0~60°C, 0~2Bar

12~24VDC

3/4'' NPT Thread

RS485 Modbus RTU or 4-20mA

2-point calibration

IP68

5m cable

Pipe or flow cell

PVC membrane

0~100.0mg/L, 0~1000.0mg/L

±10%FS or ±1mg/L

0.1mg/L or 0.01mg/L

0~40°C, 0~1Bar

12~24VDC

3/4'' NPT Thread
 

RS485 Modbus RTU or 4-20mA

2-point calibration
 

IP 6 8
5m cable 
4~10pH

 

Model

Working Principle

 M ea suring Range

Accuracy
Resolution

Working Temperature
Power Supply

Connection
Signal Output

 

Calibration

Protection
Cable Length

Installation

Model

Working Principle

Measuring Range

Accuracy
Resolution

Working Temperature
Power Supply

Connection
Signal Output

Calibration

Protection

Cable Length
pH Limit

 

 

Ozone Sensor

Copper Sensor

 

Ozone Sensor

 

Copper Ion Sensor

16 APURE - Digital Signal Sensor
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FUV-408

EUV-408

 

Multi-parameter S ensor
 

Multi-parameter Sensor
 

Full spectrum Sensor

Simulated Full Spectrum Sensor

eUV-408
 

FUV-408

±5% FS

RS485 Modbus RTU
 

12VDC

0~45°C, 0~1Bar

IP68

Submersible  

Spectral calibration
5m cable, other can be customized

316L Stainless steel

Full spectrum absorption method

 
Simulated full spectrum abso rption method

±5% FS

RS485 Modbus RTU

12VDC

0~45°C, 0~1Bar

IP68
 

Submersible

Spectral calibration
 

5m ca ble, o ther c an be c ustomized

31 6L Stai nless steel

Model

Working Principle
 

Measuring Parameters
Accu racy

Signal Output
Power Supply

Working Conditions
Protection

Installation
Calibration

Cable Length
Body Material

 

Model

Working Principle

Measuring Parameters

Accuracy
Signal Output
Power Supply

Working Conditions
Protection

Installation
Calibration

Cable Length

Body Material

 

 

COD+Chroma+TOC+Turbidity+BOD+CODMn+
TP+TN+NHN+NO2+NO3+Temperature

COD+BOD+Chroma+TOC+Turbidity+UV254
+TP+TN+NHN+NO2+NO3+CODMn

17 APURE - Digital Signal Sensor
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Display Monitor
 

Multi-parameter Sensor System

18 APURE - Display Monitoring

Multi-parameter Sensor

Signal Output: RS485 Modbus RTU
Cable length: 10m(optional)
IOT Technical OEM Customize Services, Wireless Remote Transmission, 4G/5G/WIFI.

Measuring Range: PH(0...14.00PH), ORP(±1500mV), Conductivity/Salinity(0...200.0mS/cm, 0...70.0PSU),
DO(0...20.00mg/L), Turbidity/MLSS(0...1000.0NTU, 0...30g/L ), Free Chlorine(0...20.00mg/L), Ammonia
Nitrogen(0...1000mg/L), Temperature(0...99.9℃), Nitrite NO2(0...100.00mg/L), Nitrate NO3(0...1 000.0
mg/L), PTSA(0...200ppb), Corrosion(0...5mm/a), COD(0...500mg/L), ChlorophyII(0...400ug/L), 
Blue Green Algae(0...300.0Kcells/mL), etc.

A100ISM Controller
A200ISM C ontroller KPC-2 06S Monitor
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19 APURE - Digital Signal Sensor 

Flow Cell / Chamber

Automatic Cleaning Brush

Flow Cell

 
Automatic Cleaning Brush

Cell-100A

Clean-200

Cell-100B
Cell-200

ceLL-100A/B ceLL-200

cLeAN -200

Transparent acylic glass

DN10mm

Plug and play

0~100L/hr

0~50°C

60*300m m(100A) 150*90*50mm(100B)

Plug and play

0~100L/hr

0~50°C
 

170*1 50*50mm

1~4 sensors

-5~50°C

12~24VDC

95*95*30mm

5m cable

Transparent acylic glass

Model

Material

Connection Size

Connection
Flow Rate

Working Temperature
Boundary Dimension

Model

Sensor Quantity

Working Temperature

Power Supply
Dimension

Cable Length

DN10mm
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20 APURE - Digital Signal Sensor 

Water Quality Monitoring Buoy

Water Quality Monitoring Buoy
 

KSF-800

Online water quality monitoring buoy, integrated design, reliable and easy to use.
Multiple digital sensors can be connected at the same time, including dissolved
oxygen, PH, ORP, conductivity, turbidity, temperature, ammonia nitrogen, COD,
chlorophyll, blue-green algae, etc. It is suitable for surface water quality monitoring
such as rivers and lakes, etc.
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