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HMI operation interface is as follows

 
When the set upper and lower limits are exceeded, a 
corresponding alarm prompt will appear, as shown in 
the figure:

remote transmission, telephone alarm and SMS alarm functions. 

”button, all interfaces are switched to English.

”but ton, all interfaces are switched to Chinese. 

The system is composed of Siemens smart200 series PLC and MCGS touch screen, and has wireless 

The HO ME PAGE displays the real-time values of the initially tested chemicals, and the corresponding
upper and lower alarm limits can be set.

1

 

Multi-parameter On-line Monitoring System Time 14:18:08

บรษัิทเอ็นไวรอนเมนทัล เน็ทเวริค์ แมเนจเมนท์ จาํกัด
เลขที� 10 หมูที่� 4 หมูบ่า้นหนองแก ตําบลนาดี
อําเภอเมอืงอุดรธานี จงัหวดัอุดรธานี 41000

 Tel:065 15602898 Email: sale@enminfocenter.com Website:
www.enminfocenter.com  Official Line @smartfarm



Click“

Click “

the HOME PAGE. 

” to enter

corre sponding history curve interface, as shown in the figure: 

I n this interface, you can view the historical curve data, and click "

” under the corresponding detection parameters to enter the 

" to return to 
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 enter the data output interface, as shown in the figure: 

All historical data can be viewed in this interface. Click " " to

Output Data: Set the start and end time to output all historical data in the time period.

Yesterday Report: All historical data from 0-24 o'clock yesterday can be directly outputed

without setting time. 

To output data from this interface, insert the USB flash disk into the USB interface on

the back of HMI, set the number of output items and output mode (set the output

mode to 1) on the current page, and then select multiple methods to output data after

setting: 

Current month Report: All historical data from the 1st of the current month to the time of

output can be directly output without setting time. 

The current day Report: You can directly output all historical data from 0 of the current day

to the time of output without setting the time. 

Last month Report: All historical data from the 1st to 30th of the last month can be directly

output without setting the time. 

บรษัิทเอ็นไวรอนเมนทัล เน็ทเวริค์ แมเนจเมนท์ จาํกัด
เลขที� 10 หมูที่� 4 หมูบ่า้นหนองแก ตําบลนาดี
อําเภอเมอืงอุดรธานี จงัหวดัอุดรธานี 41000

 Tel:065 15602898 Email: sale@enminfocenter.com Website:
www.enminfocenter.com  Official Line @smartfarm


